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UHF TRUE DIVERSITY SINGLE
GHANNEL SYSTEM

SYSTEM FEATURES

# LUHF 800MHz operation frequency

#: True diversity single channel operation.

# Extreme low THD and super fidelity

# Switch impact noise defeat circuit

# Double squelch operation circuit, higher efficient and much more steady.
# Balanced XLR and unbalanced 1/4” outputs.

# ElA standard half rack plastic housing with rack ear.
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KST-3U/KST-5U

KRU-101 KLT-9U

RECEIVER SPECIFICATIONS

HANDHELD TRANSMITTER SPECIFICATIONS

BODYPACK TRANSMITTER SPECIFICATIONS

RF Frequency Range:460-970MHz

Frequency Stabilization:10PPM

Receiving Sensitivity:-107dBm(S/M:-12dB,15KHz)
RF Image Spurious Rejection: = 71548

RF Frequency Aange:460-9700Hz
Frequency Stabilization: 10PPM
AF Qutput Power: 1 0dBm

RF Spurious Emission: > 60dBe

RF Frequency Range:460-970MHz
Frequency Stabilizaticn: 10PPM
AF Qutput Power: 10dBm

RF Spurious Emission: > 60dBe

- Border Upon Channel Repection: = 8048 Max Deviation: = 40KHz Max Deviation: =40KHz
L]
- O r Power Requirements:13-15Y DC nominal 200ma Battery Voltage:9V DC Battery Voltage:9V DC
! a Dimensions :26.5x1 Tx4,3cm Mo Drasin st 9V DC: < 38mA Mo Dravin ot 9V DC:<38mA
bk " " e . "
KST-3U Dimensions: 24x5x5em Dimensions: &, 2x6x2_3em
« O KLT-9U
BODYPACK TRANSMITTER KST-5U Dimensions: 23, SxSxbom
Top View

Reveiver:KRAU-101 Receiver:KRU-101

O KRU-101

O KST-3U

HANDHELD TRANSMITIER

O KST-5U

HANDHELD TRANSMITIER
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Handheld Mic: KST-3U OR KST-5U g —— Bodypack Transmitter: KLT-8U
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Lavalier Mic:LT-4C
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HEADWORN GUITAR/BASS

Receiver: KAU-101
Bodypack Transmitter: KLT-9L)

Receiver: KRU-101

Bodypack Transmitter: KLT-9U

Guitar Cable: G-05C

Headworn Mic: HT-1C ]
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Rear Panal

\ 18-inch Rudie equipment rack
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